TigerCat CTP

The most cost-effective
combination of speed,
flexibility and automation

e High value CTP for demanding
commercial print applications

e TigerCat 2 - Suitable for a wide
range of 2-page press formats

e TigerCat 4 - Offers both 2- and
4-page platesetting

e Field upgradeable from 2-page
to 4-page models

e Widest choice of plate types
through violet, red or green
laser options

e Convenient plate handling and
daylight operation in a small
footprint

ECRM Imaging Systems

... the natural selection for 2-page
and 4-page visible light platesetting




CTP offers commercial printers new ways to satisfy
the needs of key clients. By optimizing press output
and delivering higher quality, ECRM CTP solutions
provide the ultimate competitive edge.

B acked by ECRM
reliability, a small

footprint and simple
integration into any digital
workflow, TigerCats are the
most versatile, high-value
CTP solutions on the
market.

ECRM TigerCat CTP systems
present a new opportunity for
commercial printers.
Combining unprecedented
value with the highest level of
image quality, complete
automation and daylight
operation, TigerCats easily
outstrip any opposition.

TigerCats are available in two
different models with an
upgrade path from one to the
other:
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Versatility — TigerCats are built
to be flexible, imaging a wide
range of silver and photo-
polymer metal plates for 2- and
4-page presses. Using inter-
changeable plate cassettes, each
TigerCat can image numerous
plate sizes within its format
range. With a selection of
resolutions, an upgrade path
from 2- to 4-page formats, and
a choice of laser types, the
TigerCat can be configured for

Violet laser diode - providing
yellow-safelight operation for

optimal ease-of-use.

FD YAG laser - for silver and
photopolymer metal plates.

Productivity - The unique

many different commercial
applications.

optical design of the TigerCat
provides precision imaging at
high throughput rates. This is
complemented by a curved
imaging bed, which makes
plate handling much easier than
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TigerCat 2: 2-page format up
to 24.0" x 24.0" (610 x 610
mm). Field upgradeable to a
full 4-page format.

Red HeNe laser — with free life-
time laser warranty to minimize
operating costs.

TigerCat 4: 24.3" x 32.5" , —
format (618 x 826 mm) for 3 |
4-page signatures and posters.
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Plate input from

25-plate light-tight 5
cassette

2 Plate moved onto
curved imaging bed -
located against
registration pins i
and held in position ‘

Quality - TigerCats help
maintain and build your
customer base by ensuring
cleaner and crisper printing.
Direct imaging provides
enhanced dot definition at all
resolutions with finer control
over highlights and shadows.
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by vacuum
3 Laser lightsource - red, L|
violet or green
4 Imaging via sweeping 2
optics assembly
5 Plate fed to processor via
integrated transport bridge
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A three-point plate registration
system ensures the exact
placement of plates.

Both 2-page and 4-page
impositions can be
accommodated with ease.

Color bars, printer's marks and
trim marks included in B3 or B2
plus formats.
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Plates can be pre-punched or
punched after processing -
registration will be exact in all
cases.

conventional drum designs.
The combination of high
quality optics and simple plate
loading/unloading optimizes
quality and consistently
delivers high throughput.

Automation - TigerCats
operate in daylight using a
light-tight cassette. Unmanned
productivity is provided by
direct integration into a digital
workflow and direct
connection to any suitable
processor. TigerCats allow you
to optimize your press
productivity, keeping several
different presses operating
efficiently.

Workflow - ECRM offers a
wide choice of workflow
solutions for the TigerCats,
ranging from a Tiff server to
MAXWorkFlow, a complete
digital CTP production system.
ECRM solutions ensure
commercial printers an open,
productive and cost-effective
workflow.

Cost of ownership - TigerCats
are the highest value 2- and
4-page platesetters for the
commercial printing market.
They maximize the benefits of
CTP by bringing you savings in
time and materials, all at a

PLATE CASSETTE

1 Plate held with adjustable position
guides to accommodate multiple sizes

2 Maximum plate size: Up to 24.3" x 32.5"

(618 x 826 mm) depending on model
3 Minimum plate size: 11" x 11"
(279 x 279 mm)

€CRM...the natural selection

investment ... the natural
selection for commercial
printers.

price you can afford. In
addition to providing fast pay-
back, they are built for
reliability, upgradeability and
ease of service, keeping
operating costs low. TigerCats
are an excellent long-term

TigerCat flexibility includes many popular press sizes

Printing Press Size (inches) Size (mm)
Hamada 14.37 x 20.47 365 x 520
Hashimoto Impulse 20 14.37 x 20.47 365 x 520
Heidelberg GTO 15.75 x 20.08 400 x 510
Heidelberg Speedmaster 52 18.07 x 20.67 459 x 525
Komori Lithrone 20 15.75 x 20.87 400 x 530
Roland Practica 15.75 x 20.08 400 x 510
Ryobi 510 NP 14.37 x 20.47 365 x 520
Shinohara 14.57 x 20.47 370x 520

Heidelberg Speedmaster 72 24.21 x 28.50 615x724
Komori Lithrone 26 22.05 x 26.38 560 x 670

Roland Favorit 23.82x28.74 605 x 730
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Specifications

- - TigerCat
- Height: 65.4"
— (1661 mm)
= Width: 36.0°
‘E\ (914mm)
| >
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Length with Cassette: 104.7" (2658 mm)

TigerCat 2 Plate sizes

0.006" (0.15mm)

Maximum: 18.1" x 20.6" (460 x 525 mm)
Minimum: 11" x 11" (279 x 279 mm)
0.008" & 0.012" (0.2 & 0.3mm)
Maximum: 24.0" x 24.0" (610 x 610 mm)
Minimum: 11" x 11" (279 x 279 mm)

TigerCat 4 Plate sizes

0.006" (0.15mm)

Maximum: 18.1" x 20.6" (460 x 525 mm)
Minimum: 11" x 11" (279 x 279 mm)

DEALER STAMP

0.008" & 0.012" (0.2 & 0.3mm)
Maximum: 24.3" x 32.5" (618 x 826 mm)
Minimum: 11" x 11" (279 x 279 mm)

Recording source

Red helium neon laser (633 nm)
Violet laser diode (405 nm)
Green FD YAG laser (532 nm)

Resolutions
Eight resolutions from 1200 dpi to
3556 dpi (470 dpcm to 1400 dpcm)

Maximum Line Screen
200 Ipi (78.7 Ipcm)

Plate Throughput - Violet

TigerCat 2 @ 1270 dpi: 30 plates/hour
TigerCat 2 @ 2540 dpi: 26 plates/hour
TigerCat 2 production speeds based on
15.7" x 20.1" (400 x 510 mm) plates.
TigerCat 4 @ 1270 dpi: 18 plates/hour
TigerCat 4 @ 2540 dpi: 16 plates/hour
TigerCat 4 production speeds based on
23.8"x 29.3" (605 x 745 mm) plates.
Performance of available higher
resolutions is dependent on and may
vary according to media type and

processing conditions.

Plate Throughput - Red and Green
TigerCat 2 @ 1270 dpi: 41 plates/hour
TigerCat 2 @ 2540 dpi: 27 plates/hour
TigerCat 2 production speeds based on
15.7" x 20.1" (400 x 510 mm) plates.
TigerCat 4 @ 1270 dpi: 26 plates/hour
TigerCat 4 @ 2540 dpi: 16 plates/hour
TigerCat 4 production speeds based on
23.8"x 29.3" (605 x 745 mm) plates.
Performance of available higher
resolutions is dependent on and may
vary according to media type and

processing conditions.
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Media Types
Red, violet or green sensitive silver
metal plates. Green sensitive

photopolymer metal plates

Repeatability

0.001" (0.025 mm) typical over four
consecutive separations on plate. May
vary according to media type and

processing conditions.

Plate Handling
Cassette - 25 plates in any one of 25

variable plate formats.

Processing
Online processing. Processor bridge

included as standard.

Environmental

Power: 230V (£10%); 5 amps; 50/60 Hz;
single phase

Heat dissipation: 2730 BTU/hour max
Weight: 1,300 Ibs (590 kg)

Operating conditions

62°F to 86°F (17°to 30°C); relative
humidity 45-65%, non-condensing.
Relative humidity outside of this range

may affect performance.

ECRM Headquarters:

554 Clark Road 3 Century Court Room 1508, Nanyang Plaza Room 603-604

Tewksbury MA 01876 Tolpits Lane, Watford 57 Hung To Road Beijing East Ocean Centre
USA Hertfordshire Kwun Tong, Kowloon 24A Jian Guo Men Wei Ave.
Tel: (+1) 978.851.0207 WD18 9PU, UK Hong Kong Beijing, 100004 PR, China

All ECRM products carry the CE mark.
All products are CSA & CSA/NRTL certified.
Class 1 Laser Products.

Fax: (+1) 978.851.7016
sales@ecrm.com

Tel: (+44) 1923.218.255
Fax: (+44) 1923.218.256
sales_uk@ecrm.com

Tel (local): 2564.8989

Tel (Intnl.): (+852) 8170.9000
Fax: (+852) 2564.8821
sales_hk@ecrm.com

Tel: (+86) 10 6515.5675
Fax: (+86) 10 6515.5674
sales_hk@ecrm.com

All trademarks are the property of their respective owners and their use in this documentation is acknowledged and recognized.
The information provided in this document is subject to change without notice.
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